EH DH 'm FICHE TECHNIQUE

CLOUS VRILLES
POUR BORDURES

#PRODUIT

Nos clous vrillés de 10" DH Line, sont idéaux pour fixer les bordures d’aluminium et de plastique de
fagon durable dans votre aménagement paysager. Afin de créer une meilleure adhérence, les clous
vrillés rouilleront dans la terre pour permettre de maintenir la bordure en place de fagon stable. Le
choix parfait pour vos travaux d’aménagement paysager.

CARACTERISTIQUES DU PRODUIT

Matériel Acier poli Epaisseur de la téte | 0.118” (3 mm)
Couleur Métal Fabriqué Chine

Longueur de la tige 10” (25 cm) Poids 92g un.
Diameétre de la tige 0.314” (8 mm) Poids/boite 23.4 kg (561.59 Ib)
Diameétre téte du clou 0.551” (14.25 mm) Quantité/boite 250 clous
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BN DHLine

TWISTED NAILS

FOR EDGING

# PRODUCT

TECHNICAL SHEET

Our DH Line 10" twist nails are ideal for securing aluminum and plastic edging permanently in your
landscape. To create a better grip, the twist nails will rust into the soil to hold the edging in place in a
stable way. This is the perfect choice for your landscaping projects.

PRODUCT CHARACTERISTICS

Material Polished steel Head thickness 0.118” (3 mm)

Color Mill Made in China

Rod length 10” (25 cm) Pound 929 un.

Rod diameter 0.314” (8 mm) Weight/crate 23.4 kg (51.59 Ib)

Nail head diameter 0.551” (14.25 mm) Quantit/crate 250 nails
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