
SWL101 Projecteur MR16

Spécifications

PROJET:

Materiel Aluminium

Finition • Bronze (BZ)
• Noir (BK)
• L’aluminium est peint avec le processus de 

peinture en poudre (cuite)

Écran L’écran anti-éblouissement intégré au couvert 
qui est fixé au luminaire avec une vis anti-déra-
pante, Aucun outil requis.

Lentille La lentille plate en verre clair minimise les reflets. 

Articulation Une vis à oreilles permet de régler sans outils le 
joint dentelé de la rotule.

Tige Ronde à base filetée 1/2’’ MIPT

Piquet Piquet en plastique de 8 1/2” avec extrémité fi-
letée 1/2” FIPT est inclus

Source
lumineuse

• Ampoule MR16 de 20 watts maximum.
• Non incluse.

Base GU5.3

Tension 12 Volts AC/DC

Certification Le luminaire a été testé par Intertek et est 
conforme aux normes UL 1838 et CSA C22.2 
No. 250.7.

Garantie 5 ans limitée

5 13/16”
(148 mm)

2 3/8”
(60 mm)

DERCO HORTICULTURE
475 Rue Laferté, Drummondville, QC J2C 3K1 •Derco.ca

REVISION
06.05.2022

BZ - Bronze
BK - Noir

Information de commande

Modèle

Couleur

Projecteur  
MR16

SWL101

(60 mm)
2 3/8”

(216 mm)
8 1/2”

(13 mm)
1/2”

(50 mm)
2”

Avis : Toutes les cotes peuvent être modifiées sans préavis.



SWL101 MR16 Accent Light

Specifications

PROJECT:

Material Aluminum

Finish • Bronze (BZ)
• Black (BK)
• Aluminum is painted with powdercoating 

process

Glare Shield The anti-glare screen integrated into the co-
ver which is fixed to the luminaire with a reac-
tive screw. No tools required.

Lens The flat glass lens minimizes glare. 

Knuckle A thumb screw is used to adjust without tools 
the knuckle serrated joint.

Stem Round stem threaded 1/2’’ MIPT

Stake 8 1/2” plastic stake with threaded end
1/2” FIPT is included.

Light Source • MR16 lamp of 20 watts maximum.
• Not included.

Socket GU 5.3

Certification The luminaire has been tested by Intertek 
and complies with UL 1838 and is certified to 
CSA C22.2 No. 250.7.

Warranty 5-Year Limited

DERCO HORTICULTURE
475 Rue Laferté, Drummondville, QC J2C 3K1 •Derco.ca

REVISION
06.05.2022

BZ - Bronze
BK - Black

Order information

Model

Color

MR16
Accent Light

SWL101

5 13/16”
(148 mm)

2 3/8”
(60 mm)

(60 mm)
2 3/8”

(216 mm)
8 1/2”

(13 mm)
1/2”

(50 mm)
2”

Notice: All ratings subject to change without notice.
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