
SWL110 Luminaire mini bollard en laiton

Spécifications

PROJET:

Matériel Contruction robuste en laiton coulé.

Finition •	 Laiton noir (BBK) 
•	 Le laiton est assombri par un processus 

chimique.

Lentille Verre Givré

Tige Tige carré en laiton avec extrémité fileté 
1/2” MIPT.

Piquet
Piquet en plastique de 8 1/2” avec extrémité 
filetée 1/2” FIPT est inclus.

Source 
lumineuse

Ampoule DEL, 3W, G4, 3000K Inclus et installé 
en usine.

Prise GU4

Tension 12 Volts  AC/DC

Certification Le luminaire est testé par Intertek et conforme 
aux normes UL 1838 et CSA C22.2 No. 250.7.

Garantie 5 ans limitée

(50 mm)
1 15/16”
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BBK - Laiton noir

Information de commande

Modèle

Couleur

Luminaire 
mini bollard 

en laiton

SWL110

(457 mm)
18”

1/2” MIPT 

(216 mm)
8 1/2”

(51 mm)
2”

(56 mm)

2 3/16”

(56 mm)
2 3/16”

(56 mm)
2 3/16”

(50 mm)1 1
5 /16”

(5 mm)

3/16”

Avis : Toutes les cotes peuvent être modifiées sans préavis.



SWL110 Mini Brass Square Bollard

Specifications

PROJECT:

Material Cast Brass robust construction

Finish •	 Black Brass (BBK) 
•	 The brass is darkened through a chemical  

process

Lens Frosted glass

Stem Square Stem with 1/2” MIPT threaded end

Stake 8 1/2” plastic stake with threaded end
1/2” FIPT is included.

Light Source 3W, G4, 3000K LED Lamp, 
Included and installed at the factory

Socket GU4

Voltage 12-Volts AC/DC

Certification The luminaire has been tested by Intertek and  
complies with UL 1838 and CSA C22.2
No. 250.7. 

Warranty 5-years Limited
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BBK - Black Brass

Order information

Model

Color

Mini Brass 
Square Bollard

SWL110

(457 mm)
18”

1/2” MIPT 

(216 mm)
8 1/2”

(51 mm)
2”

(50 mm)
1 15/16”

(50 mm)

2 3/16”

(56 mm)
2 3/16”

(56 mm)
2 3/16”

(5 mm)

3/16”

(50 mm)1 1
5 /16”

Notice: All ratings subject to change without notice.
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