SWLTC60, SWLTC120

Transformateurs Economique

Spécifications
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Construction
Tension
Noyau

Controle

Protection

Charge maximum

Sortie

Connection

Porte

Dimensions du
60 Watts

Dimensions du
100 Watts

Dimensions du
120 Watts

Dimensions du
150 Watts

Certification

Garantie

Robust composite material
120 volts AC

Noyau de type EL.

Cellule photosensible et minuterie intégré
Marche / Arrét « ON / OFF » fermeture
automatique (au bout de 4h, 6h ou 8h apres
le coucher du soleil) ou levé du soleil

Disjoncteur au secondaire
60, 100, 120 ou 150 Watts selon modele
12 Volts AC

Un bornier de raccordement utilisant des vis
al’arriere

Porte amovible en plastique transparent
pour la protection des contrble

A=611/16” (170 mm)
B=39/16" (91 mm)
C=39/16" (91 mm)

A=67/8" (160 mm)
B =4" (107.5 mm)
C=4" (92 mm)

A=67/8" (160 mm)
B=4" (107.5 mm)
C=4" (92 mm)

A=67/8" (160 mm)
B=4" (107.5 mm)
C=4" (92 mm)

Ce produit a été testé par Intertek et est
conforme aux normes UL 1838 et CSA C22.2
No. 250.7.

|

|

[EIRE]
if

{Kf]{ “7@\

]

© ©

L

HHUUH/

nﬂn

©

//’////

AL TV

k‘TMLL[L[L[LHJUUMHULHHHHH[HHH\HH\HHHHH\H]H\!HH\HH\HHHHH\HHH\ )

Information de commande

5 ans limitée

Modeéle

Avis : Toutes les cotes peuvent étre modifiées sans préavis.

ISWLTCI

Transformateur i:

Charge maximum

060 - 60 watts

100 - 100 watts
120 - 120 watts
150 - 150 watts
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SWLTC60, SWLTC100, SWLTC120, SWLTC150

Composite Transformers

Specifications

Construction Robust composite material

Input Voltage 120 Volts

Core El type core.

Control Photosensitive cell and integrated timer
ON / OFF closing
automatic (after 4h, 6h or 8h after sunset) or
sunrise

Protection Breaker on secondary side

Maximum Charge

Taps
Connections

Door

Dimensions of
60 Watts

Dimensions of
100 Watts

Dimensions of
120 Watts

Dimensions of
150 Watts

Certification

Warranty

60, 100, 120 ou 150 Watts depending on
model

AC /12 Volts
Screw terminal on the back for connection

Removable transparent plastic door
for protection of controls

A=611/16" (170 mm)
B =39/16" (91 mm)
C=39/16" (91 mm)

A =6 5/16” (160 mm)
B =41/4" (107.5 mm)
C=35/8" (92 mm)

A =6 5/16” (160 mm)
B =41/4" (107.5 mm)
C=35/8" (92 mm)

A =6 5/16” (160 mm)
B =41/4" (107.5 mm)
C=35/8" (92 mm)

Transformers has been tested by Intertek and
complies with UL 1838 and CSA (C22.2
No. 250.7.

Limited 5 years

Notice: All ratings subject to change without notice.
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Order information

Model SWLT

Maximum Charge

Transformer

060 - 60 watts

100 - 100 watts
120 - 120 watts
150 - 150 watts
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